Toolbox
Disclaimer: While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & WCWelding.com and its officers, owners, contractors, employees, and webmasters assume no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty, written, expressed or implied for damages that may result from the application and interpretation of these drawings.

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>DESCRIPTION</th>
<th>QTY.</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Box</td>
<td>1</td>
<td>6.24</td>
</tr>
<tr>
<td>2</td>
<td>Box Cover</td>
<td>1</td>
<td>2.92</td>
</tr>
<tr>
<td>3</td>
<td>Hinge</td>
<td>3</td>
<td>26.17</td>
</tr>
<tr>
<td>4</td>
<td>Lock assy</td>
<td>1</td>
<td>0.08</td>
</tr>
<tr>
<td>5</td>
<td>Handle</td>
<td>1</td>
<td>0.16</td>
</tr>
<tr>
<td>6</td>
<td>Ear Handle</td>
<td>2</td>
<td>0.01</td>
</tr>
</tbody>
</table>
Disclaimer: While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & Wcwelding.com and its officers, owners, contractors, employees, and webmasters assume no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty, written, expressed or implied for damages that may result from the application and interpretation of these drawings.
Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & WCWelding.com and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty, written, expressed or implied for damages that may result from the application and interpretation of these drawings.
Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & Wcwelding.com and its officers, owners, contractors, employees, and webmasters assume no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application or interpretation of these drawings.

ITEM NO. | DESCRIPTION | QTY. | Weight
---|---|---|---
1 | Hinge 1 | 1 | 0.01
2 | Hinge 2 | 1 | 0.02
3 | Hinge bolt | 1 | 0.03

DIMENSIONS are in INCHES
As SME Y14.5-2009 GD&T are in SI

UNLESS OTHERWISE SPECIFIED:
- Sharp edges will be cheffered

GD&T mk ISO 2768

Sheet 1 of 1

Hinge assy

Weight: 26.17 lbs
5 Za lock 1 0.01
4 Spindle lock 1 0.02
3 Shoulder bolt 1 0.01
2 Latch support 1 0.02
1 Lock 1 0.03

ITEM NO. DESCRIPTION QTY. Weight

LOCK ASSY

 Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & WCwelding.com and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.
\[ \varnothing = 2,95 \]

Disclaimer: While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & Wcwwelding.com and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.
Spindle lock

Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & WCwelding.com and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.
thk 20ga

DISCLAIMER:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & Wcwall.org and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.
Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & WCWelding.com and its officers, owners, contractors, employees, and webmasters assume no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.
Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & WCWelding.com and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.
Disclaimer:
While all attempts have been made to verify the accuracy of these blueprints/plans, Custom-choppers-guide.com & Wcwelding.com and its officers, owners, contractors, employees, and webmasters assumes no responsibility for errors, omissions or contradictory interpretation of the subject matter therein. There is no warranty neither written, expressed or implied for damages that may result from the application and interpretation of these drawings.

UNLESS OTHERWISE SPECIFIED:
As ASME Y14.5-2009
GD&T are in SI

DG&T
mk-ISO 2768

MATERIAL
A284

FINISH

DO NOT SCALE DRAWING

Weight: 0.01 lbs